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DNPR50

�‡��Ultra-lightweight open-air construction
�‡��Crystal clear sound reproduction with 
   extended dynamic range
�‡��“Snug-fit” design for ideal comfort
�‡ Ten-feet long cord w/ anti-tangle woven fabric sleeve 
�‡���*�R�O�G���S�O�D�W�H�G��������” plug increases sound conductivity
�‡���*�R�O�G���S�O�D�W�H�G��������” screw-on plug adapter included

Profesional Headphones
PRO300

Multimedia Headphones
MM90

Impedance: 32 Ohm

Sensitivity: 106 dB

Frequency resp.: 20~20kHz

Driver diameter: 2”

Plug: 1/8” stereo mini-plug

Cord length: 10 feet

Weight: 8.6 oz

�‡���8�O�W�U�D���O�L�J�K�W�Z�H�L�J�K�W���R�S�H�Q���D�L�U���F�R�Q�V�W�U�X�F�W�L�R�Q
�‡��Crystal clear sound reproduction & full dynamic range
�‡ Auto-adjusting “snug-�¿ t” design for ideal comfort
�‡���,�G�H�D�O���I�Rr computer gaming and VoIP communication
�‡���,�Q���O�L�Q�H���Y�R�O�X�P�H���F�R�Q�W�U�R�O���Z�L�W�K���R�Q�������Rff mic switch
�‡�������I�W�����O�R�Q�J���F�Rrd w/ an anti-tangle woven fabric sleeve 
�‡���*�R�O�G���S�O�D�W�H�G���������´���S�O�X�J���L�Q�F�U�H�D�V�H�V���V�R�X�Q�G���F�R�Q�G�X�F�W�L�Y�L�W�\

Impedance: 32 Ohm

Sensitivity: 105 dB

Frequency resp: 20~20kHz

Driver diameter: 2”

Plug: 1/8” stereo mini-plug

Cord length: 10 feet

Mic. Impedance: �”2.2k Ohm

Mic.Sensitivity: -40 dB

Mic.Directivity: Omni-directional

�‡���&�U�\�V�W�D�O���F�O�H�D�U���V�R�X�Q�G���U�H�S�U�R�G�X�F�W�L�R�Q
�‡���³�6�Q�X�J���I�L�W�´���G�H�V�L�J�Q���I�R�U���L�G�H�D�O���F�R�P�I�R�U�W
�‡���,�G�H�D�O���I�Rr computer gaming and VoIP communication
�‡���(�D�V�\���W�R���D�G�M�X�V�W�����I�O�H�[�L�E�O�H���P�L�F�U�R�S�K�R�Q�H
�‡���,�Q���O�L�Q�H���D�X�G�L�R���Y�R�O�X�P�H���F�R�Q�W�U�R�O
�‡�������I�W�����O�R�Q�J���F�Rrd w/ an anti-tangle woven fabric sleeve 
�‡���*�R�O�G���S�O�D�W�H�G���������´���S�O�X�J���L�Q�F�U�H�D�V�H�V���V�R�X�Q�G���F�R�Q�G�X�F�W�L�Y�L�W�\
�‡���,�Q���O�L�Q�H���D�X�G�L�R���Y�R�O�X�P�H���F�R�Q�W�U�R�O���Z�L�W�K���R�Q���Rff mic switch

Multimedia Headphones
MM30

Impedance: 32 Ohm

Sensitivity: 105 dB

Frequency resp: 20~20kHz

Driver diameter: 1.6”

Plug: 1/8” stereo mini-plug

Cord length: 10 feet

Mic. Impedance: �”2.2k Ohm

Mic.Sensitivity: -39 dB

Mic.Directivity: Omni-directional




